Combination USB Charger
with Tamper Resistant
Receptacle
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4 Ports USB Charger

Extremely low power
consumption, less
than 50mW/h

Allows for charging
4 electronic devices
at the same time

Max 4.0A charging
current of USB ports

Quick and easy access
for USB charging

High-impact
thermoplastic face and
back body eliminate
cracks, breaks and
callbacks, create a
finger-safe application

) before, during and after
l lQ I ) installation

Back and side
wire for easy
installation

Tri-drive screws

FEATURES

» The devices provide four 5V DC powered USB ports with a total
of 4.0A charging current.

» Charge most compatible electrical device directly without
an adapter.

* If the devices combined power requirements exceed the power
capacity of the USB ports, the charger will shut down to protect
your electrical devices.

+ Compatible with USB 2.0/3.0 devices. The USB ports are used
to charge portable electronic devices ONLY (NO data transfer
capability).

» Back and side wire for easy installation.

» UL/CUL Listed. Fully comply with all latest UL 1310 requirements.

COMPATIBILITY

* iPad® * iPhone® * iPod®

+ GPS + Game Systems * Mobile Phones
+ E-Readers + Blackberry + Tablets

* Bluetooth® * Headsets + Digital Cameras
APPLICATION

+ Cafes * Labs + Office

» Restaurants * Bedroom * Hotels

+ Salons + Kitchens * Meeting Rooms
* Libraries + School » Workstations

« Airport Lounges



Combination USB Charger with Tamper Resistant Receptacle

Extremely low power
consumption, less
than 50mW/h

Includes Tamper Resistant
shutters - automatic shutter
system prevents young children

‘ from inserting common household
objects such as hairpins or keys

. Available in max 3.0A & 3.6A
charging current of USB ports

Available in single and duplex
configurations. Available in
15A & 20A receptacles
Quick and easy access
for both USB charging
and electrical outlets

[“ ol e

S

High-impact
thermoplastic face

and back body eliminate
cracks, breaks and
callbacks, create a
finger-safe application
before, during and after
installation

Back and side
wire for easy
installation

Tri-drive screws

FEATURES

» The devices provide two 5V DC powered USB ports with
a total of 3.0A/3.6A charging current.

» Charge most compatible electrical device directly without an
adapter.

* If the devices combined power requirements exceed the power
capacity of the USB ports, the charger will shut down to protect
your electrical devices.

* Replace a standard single or duplex receptacle.

» Compatible with USB 2.0/3.0 devices. The USB ports are used
to charge portable electronic devices ONLY (NO data transfer
capability).

» Back and side wire for easy installation.

» UL/CUL Listed. Fully comply with all latest UL 498 and UL
1310 requirements.

COMPATIBILITY

* iPad® * iPhone® * iPod®

+ GPS + Game Systems * Mobile Phones
+ E-Readers + Blackberry » Tablets

* Bluetooth® * Headsets + Digital Cameras
APPLICATION

» Cafes * Labs + Office

+ Restaurants + Bedroom * Hotels

+ Salons + Kitchens * Meeting Rooms
* Libraries + School * Workstations

 Airport Lounges




Various Choices of USB Chargers

Model# R1615D36
3.6A Dual USB Charger,
15A Duplex Tamper Resistant Outlet

Model# R1615D30
3.0A Dual USB Charger,
15A Duplex Tamper Resistant Outlet

Model# R1620D36
3.6A Dual USB Charger,
20A Duplex Tamper Resistant Outlet

Model# R1620D30
3.0A Dual USB Charger,
20A Duplex Tamper Resistant Outlet

Model# R164U40
4.0A 4 ports USB charger

Model# R1615S36
3.6A Dual USB Charger,
15A Single Tamper Resistant Outlet

Model# R1615S30
3.0A Dual USB Charger,
15A Single Tamper Resistant Outlet

USB Devices Availability

+ Single and duplex
configurations

* 15A & 20A for multiple
locations

» 3.0A, 3.6A and 4.0A
charging current

+ Various colors

Drawing of USB products
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